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AMENDMENTS TO THE CLAIMS 
This listing of claims replaces all prior versions and listings of claims in the 
application: 

Listing of Claims: 
1-6 (canceled). 

7 (currently amended). A digital broadcast receiver that sends an event 
corresponding to an input from a user to an application, comprising: 

a receiver that receives video data, audio data, and the application which are 
transmitted by a digital broadcast; 

a decoder that decodes the video data, the audio data and the application 
received by the receiver; 

a processor that executes the application received by the receiver; 

an input section that receives the user input; 

an event controlling program that sends the event corresponding to the user 
input to the executing application; and 

a communication controller that receives update data via the Internet to 
update the event controlling program , wh e r ei n th e e x e cut i ng app li cat i on regist e rs 
r e c ei vab le e v e nt i nformat i on that i dent i fi e s an e v e nt that can bo roo oi vod by th e 
e x e cuting app li cat i on in th e d i g i ta l broadcast rec ei ver, tho o vont contro l l i ng program 

s e nd i ng tho ovont corr e spond i ng to tho us e r input to tho ox o cut i ng app l ication wh e n 
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th e r e c e ivabl e e v e nt information id e ntifi e s that tho e vent corrospond i ng to th e us e r 
i nput can b e r e c ei v e d by tho e x e cuting appl i cat i on, tho ovent contro l l i ng program 
b ei ng updat e d with th e r e c e iv e d updat e data r e c e ived by th e commun i cat i on 
contro ll er. ; 

wherein the executing application registers receivable event information that 
identifies an event that can be received bv the executing application in the digital 
broadcast receiver, 

the event controlling program sends the event corresponding to the user input 
to the executing application when the receivable event information identifies that the 
event corresponding to the user input can be received bv the executing application, 
and 

the event controlling program is updated with the received update data 
received bv the communication controller. 

8 (previously presented). The digital broadcast receiver of claim 7, further 
comprising: 

a demultiplexer that demultiplexes the video data, the audio data, and the 
application which have been multiplexed in the transmitted digital broadcast, 
wherein the receiver receives the video data, the audio data, and the application 
multiplexed in the transmitted digital broadcast, the decoder decodes the video data, 
the audio data and the application demultiplexed by the demultiplexer, and the 
processor executes the demultiplexed application. 
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9 (previously presented). The digital broadcast receiver of claim 7, wherein 
the executing application alters the receivable event information based on a running 
status of the application. 

1 0 (previously presented). The digital broadcast receiver of claim 7, wherein 
the input section comprises a key, the event corresponding to the user input being 
an event corresponding to a depression of the key by the user. 

1 1 (previously presented). The digital broadcast receiver of claim 7, wherein 
the input section comprises a mouse, the event corresponding to the user input 
being an event corresponding to a click on the mouse by the user. 

12 (previously presented). The digital broadcast receiver of claim 7, wherein 
the input section comprises a mouse, the event corresponding to the user input 
being an event corresponding to a movement of the mouse by the user. 

13 (currently amended). A program stored on a storage medium that 
executes instructions for controlling a digital broadcast receiver, comprising: 

decoding video data, audio data and an application received by a transmitted 
digital broadcast; 

executing the received application; 
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receiving an input from a user; 

instructing an event controlling program to send an event corresponding to the 
user input to the executing application; and 

updating the event controlling program in accordance with update data 
received via the Internet , wh e r ei n th e e x e cut i ng app l icat i on r e g i st e rs r e c ei vab le 
e v e nt informat i on that i d e nt i fi e s an e v e nt that can b o r e c e iv e d by th e e x e cut i ng 
app l icat i on in the digita l broadcast roc e iv e r, the e v e nt controlling program s e nd i ng 
th e e v e nt corr e spond i ng to th e usor i nput to th e e x e cut i ng app l ication wh e n th e 
r e ce i vab le ovont i nformation i d e nt i fi e s that th e ev e nt corr e spond i ng to th e us e r input 
can b e r e c ei v e d by th e e x e cut i ng app li cat i on. ; 

wherein the executing application registers receivable event information that 
identifies an event that can be received by the executing application in the digital 
broadcast receiver, 

the event controlling program sends the event corresponding to the user input 
to the executing application when the receivable event information identifies that the 
event corresponding to the user input can be received by the executing application. 

14 (currently amended). A digital broadcast receiver that sends an event 
corresponding to an input from a user to an application, comprising: 

a receiver that receives the application which is transmitted by a digital 
broadcast; 

a decoder that decodes the application received by the receiver; 
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a processor that executes the application received by the receiver; 
an input section that receives the user input; 

an event controlling program that sends an event corresponding to the user 
input to the executing application; and 

a communication controller that receives update data via the Internet to 
update the event controlling program , wh e r e in tho e v e nt control li ng program s e nds 
th e e v e nt corrospond i ng to tho usor i nput to th e o xocut i ng app li cat i on when 
r o co i vabl e ovont informat i on i dentifies that th e ov e nt corr e spond i ng to tho us e r i nput 
can b e r e co i vod by tho e x e cut i ng app li cation, tho e v e nt control li ng program being 
updat e d with th e r e c ei ved updat e data r e c ei ved by th e commun i cat i on controll e r. ; 

wherein the event controlling program sends the event corresponding to the 
user input to the executing application when receivable event information identifies 
that the event corresponding to the user input can be received bv the executing 
application, and 

the event controlling program is updated with the received update data 
received bv the communication controller. 

1 5 (previously presented). The digital broadcast receiver of claim 1 4, wherein 
the application is multiplexed with at least one of video data and audio data to form 
the transmitted digital broadcast, a demultiplexer demultiplexing the application and 
the at least the one of video data and audio data which have been multiplexed in the 
transmitted digital broadcast, wherein the receiver receives the application and the 
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at least one of video data and audio data, multiplexed in the transmitted digital 
broadcast, the decoder decodes the application and the at least one of video data 
and audio data demultiplexed by the demultiplexer, and the processor executes the 
demultiplexed application. 

16 (previously presented). The digital broadcast receiver of claim 14, wherein 
the executing application alters the receivable event information based on a running 
status of the application. 

17 (previously presented). The digital broadcast receiver of claim 14, wherein 
the input section comprises a key, the event corresponding to the user input being 
an event corresponding to a depression of the key by the user. 

18 (previously presented). The digital broadcast receiver of claim 14, wherein 
the input section comprises a mouse, the event corresponding to the user input 
being an event corresponding to a click on the mouse by the user. 

1 9 (previously presented). The digital broadcast receiver of claim 1 4, wherein 
the input section comprises a mouse, the event corresponding to the user input 
being an event corresponding to a movement of the mouse by the user. 
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